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HIGH QUALITY ELECTRONICS

2009HIQUELX01.00
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1-port RS-232 and RS-422/485 USB-to-

serial converters

Compatible with USB 2.0

12Mbps USB data rate

921.6 Kbps maximum baudrate for super

fast data transmission

Drivers provided for Windows

(including Vista), WinCE 5.0, and Linux

DB9 male connector for RS-232, terminal

block adaptor for RS-422/485

LEDs for indicating USB and

TxD/RxD activity

15KV ESD protection for all serial ports

2 KV optical isolation protection

(USBport 1150I)

USB 1.0/1.1 compliant

SERIAL INTERFACE

USB

Serial Standards

compliance

USBport 1110: RS-232

USBport 1130: RS-422/485

connectors

Stop bits

DB9 male

1, 1.5, 2

Data bits

Parity None, Even, Odd, Space, Mark

5, 6, 7, 8

Baudrate

Uport-1110

part no

DIN

RS485

USB

RS232

USBport 11xxUSBport 11xx

USBport

1110/1130

1150

Terminal Block

Adaptor for

USBport 1130,

1150, 1150I

USBport 1150: RS-232/422/485

SERIAL COMMUNICATE PARAMETERS

50bps to 921.6 Kbps

Dimensions 52 x 80 x 22mm (USBport 1150I)

Weight

WinCE 5.0, Linux 2.6

Operating systems

DRIVER SUPPORT

Windows (2000, XP, 2003, Vista,

Flow Control RTS/CTS, XON/XOFF

Operating humidity 5 to 95% RH

Operating temperature 0 to 55°C

85g

USB 2.0 compatible

Uport-1130

Uport-1150

Uport-1150I

C US

The USB-to-serial converters allow you to
connect 1 RS-232/422/485 device to your
laptop or workstation through the USB
(Universal Serial Bus) port. These plug & play
USB solutions are Instant Plug & Play
compatible with both new and legacy
RS-232/422/485 devices, and are
perfect for mobile, instrumentation,
and point-of sale applications.

RS-232 RS-422 RS-485 optical isolation protection housing types

1

1

1 1

1

1 1

1

1 yes

no

no

no

special

special

special

special

DK-35A Mounting Kit for 35mm DIN-Rail

PHYSICAL CHARACTERISTICS

USBport

1150I
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2-port RS-232/422/485 USB-to-serial converter

with 2 KV isolation protection

USBport 12xxUSBport 12xx
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Hi-Speed USB 2.0 for up to 480 Mbps

USB transmission

921.6 Kbps maximum baudrate for super fast

data transmission

128-byte FIFO and on-chip H/W, S/W flow control

Additional I/O and IRQ not needed

Certified drivers provided for Windows

(including Vista), and WinCE 5.0

Easy monitoring with LEDs and management software

15 KV ESD protection for all serial ports

Choose bus power (USBport 1250) or external power

(USBport 1250I)

USB 1.1/2.0 compliant

SERIAL INTERFACE

USB

Serial Standards

compliance

RS-232/422/485

Stop bits 1, 1.5, 2

Data bits

Parity None, Even, Odd, Space, Mark

5, 6, 7, 8

Baudrate

SERIAL COMMUNICATION PARAMETERS

50bps to 921.6 Kbps

Dimensions 77 x 26 x 111mm

Weight

WinCE 5.0, Linux 2.6)

Operating systems

DRIVER SUPPORT

Windows (2000, XP, 2003, Vista,

Flow Control RTS/CTS, XON/XOFF

Operating humidity 5 to 95% RH

Operating temperature 0 to 55°C

180g

connectors DB9 male

USBport 1250I

The USBport 1250/1250I USB-to-serial
converters allow you to connect
2 RS-232/422/485 devices to your laptop or
workstation through the USB
(Universal Serial Bus) port. This plug & play
USB solution is perfect for mobile,
instrumentation, and point-of-sale applications.

USB plug & play makes serial port expansion
easy, and does not require IRQ, DMA, or I/O
address resources. Users no longer need
to open the chassis or power down the system
to add COM ports, saving on setup
time and cost.

In shipment is one DB9
female to terminal
block adaptor per
module.

DIN

RS485

USB

RS232

C US

Uport-1250

part no

Uport-1250I

RS-232 RS-422 RS-485 optical isolation protection housing types

2

yes

no

special

special2 2

2 2 2

DK-35A Mounting Kit for 35mm DIN-Rail

TB9F-to-TB DB9 female to terminal block adaptor for RS-422/485 applications

USBport1250

PHYSICAL CHARACTERISTICS
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Isolated Industrial RS-232 to

RS-422/485 converters

RS-232 to RS-422 conversion with

RTS/CTS support

RS-232 to 2/4-wire RS-485 conversion

2 KV isolation protection (COMport Conv. 100I)

Wall and DIN-rail mounting

Plug-in terminal block for easy

RS-422/485 wiring

LED indicators for power, TX, Rx

-20 to 60°C operating temperature

300 bps to 921.6 Kbps

Optical Isolation

SERIAL COMMUNICATION PARAMETERS

Power EFT /Surge Protection

Baudrate

2 KV

Input Power Voltage 12 to 48 Vdc

POWER REQUIREMENTS

Operating humidity

TCC-100

part no

DIN

RS485

RS232

COMport Conv.COMport Conv.

Operating temperature

5 to 95% RH

Weight 148 +/- 5g

15 KV ESD for serial signals

TCC-100I

The COMport Converter 100/100I is an
isolated RS-232 to RS-422/485 converter
that can be used toextend RS-232
transmission distance and increase
networking capability. It has a
superior industrial-grade design, with
DIN-rail mounting, terminal block wiring,
external terminal block for power, and
optical isolation for system protection
(COMport Converter 100I). For critical
industrial environments, the COMport
Converter 100 is an ideal solution for
converting RS-232 signals to
RS-422/485.

housing types

Surge Protection

2 KV (COMport Converter)

-20 to 60°C

R
S2

32 R
S4

85

optical isolation protection

yes

no

special

special

DK-35A Mounting Kit for 35mm DIN-Rail

RS-485RS-232

COMport Converter

COMport
Converter

Term4

RS-232

SLS

PHYSICAL CHARACTERISTICS

Dimensions 67 x 100,4 x 22mm

up to 1000m
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Industrial RS-422/485 converter/repeater

with 2 KV isolation protection

Boost serial signal to extend

transmission distance

Wall or DIN-rail mounting

Terminal block for easy wiring

Power input from terminal block

DIP switch setting for built-in terminator

(120ohms)

Boost RS-422 or RS-485 signal,

or convert RS-422 to RS-485

2KV isolation protection

(COMport Repeater 120I)

TCC-120

TCC-120I

special

special

part no housing types

COMport Rep.COMport Rep.
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300 bps to 230.4 Kbps

ESD protection

SERIAL COMMUNICATION PARAMETERS

Optical isolation

Baudrate

2 KV

Dimensions

Operating temperature -20 to +60°C

67 x 100.4 x 22mm

Weight

PHYSICAL CHARACTERISTICS

148 +/- 5g

Input voltage

POWER REQUIREMENTS

12 to 48 Vdc

Operating humidity 5 to 95% RH

(COMport Repeater 120I only)

The COMport Repeater 120 and 120I are
RS-422/485 converters/repeaters designed
to extend RS-422/485 transmission distance.
Both products have a superior industrial-grade
design that includes DIN-rail mounting,
terminal block wiring, and external terminal
block for power. In addition, the COMport
Repeater 120 and 120I are ideal
RS-422/485 converters/repeaters for critical
industrial environments.

DIN

RS485

15KV for all signals

optical isolation protection

yes

no

DK-35A Mounting Kit for 35mm DIN-Rail

up to 1000m up to 1000m

SLS-MBUS-Converter

COMport
Converter

COMport
Repeater

RS-232

RS-485
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